
ASSEMBLY INSTRUCTIONS
WSR7500

Rack Cabinet
Congratulations on your 
purchase of the WSR7500 
Rack Cabinet, a stand alone 
companion to the WS7500. 
Please read the following 
assembly instructions carefully.  
We hope you enjoy your 
new purchase!
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Also included: 
Allen Wrench

Tools Required: 
> Level
> Hammer 
> #2 Phillips Head Screw Driver
> 3/8” Wrench
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Optional Workspace Configurations with the WSR7500
The WSR7500 can be used as a stand-alone unit, or it can be combined with the 
WSC7500 and WS7500 to create the ideal workstation. Illustrated below are just a 
few possible options.
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Configuration A Pictured Below

ADDITIONAL PRODUCTS SOLD SEPARATELY

WSMB7500 - Mounting Brackets 
are available to mount the rack cabinet 
directly to the WSC7500 or WS7500 
Workstation system.

Score and fold at 5.5”
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Attaching the Work Surface
PREPARATION:  Remove the contents of the box and identify the following 
parts: One Work surface (A), and All Hardeware.

1. Align the holes on the underside of 
the work surface (A) with the holes in 
the metal tabs on the vertical legs.

2. Take (4) wood screws (I) and attach 
the work surface to the vertical legs 
using a #2 Phillps Head Screw Driver. 
(DO NOT overtighten.)

Attaching Your Rack 
Mountable Audio Equipment
1. Utilize the (48) 6mm screws included 
to attach your 12 single or 6 double 
spaced rack mount equipment. Follow 
the manufacturer’s method for securing 
the equipment to the WSR7500.

Assembly of the Metal Structure
PREPARATION:  Remove the contents of 
the box and identify the following parts: 
Two Vertical Legs (B), Two Side Panel (C), 
One Support Bar (D), Four Feet (E), 
and all Hardware.

1. Locate the two holes on the lower 
horizontal tubing on the left vertical leg (B). 
Install the support bar (D) in the lower two 
holes using (2) 1.5” Allen head bolts (F) 
and (2) locking nuts (G). (Figure A).

2. Locate the two holes on the lower 
horizontal tubing on the right vertical leg 
(B). Install the support bar in the lower two 
holes using (2) 1.5” Allen head bolts (G) 
and (2) locking nuts (F).

3. Locate the four holes on the bottom of the legs. Insert the feet (E) into the 
holes and tighten. Adjust stand to desired height by rotating the rubber feet. 
(Figure B).

4. Once the sides are assembled, place side panels (C) into metal frame and 
using (4) #4 Allen Head screws (G) attach side panels in all four corners. 
(Figure C).

ASSEMBLY INSTRUCTIONS WSR7500

Figure A

Figure B Figure C
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If desired, the height can be adjusted by spinning the small rubber feet 
clockwise to lower the height or counter clockwise to raise the height. 
Place a level on the main work surface to be sure the WSR7500 is level 
before placing any equipment on the workstation.

The WSR7500 weight capacity is 200lbs.

*Configuration options located on back panel of Assembly Instructions. 

IMPORTANT:  BEFORE USING YOUR STAND, BE SURE THAT ALL BOLTS AND 
NUTS ARE FULLY TIGHTENED. 

BEFORE YOU BEGIN: Remove all contents from the box.

Score and fold at 5.5”
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